
FORM 7.3-9, PS template in (B-size) CONTROLLED FILE: 7.3-9 ANSI B, Issued Date: 08/31/04, Revision B 

7 1 2 

A 

B 

C 

D 

E 

F 

G 

8 3 5 4 9 6 
EV 

10 

REV. 
J 

SlONS 
DESCRIPTION 

SEE DCN: 6581 
DATE 

1 1.12.2008 1 \!<- 

FOR CONNECTOR PART 
NUMBERS SEE SHEET 6 

SHIMS TO BE ADDED FOR SPOOL AND LEAD SCREW 
TO LIMIT AXIAL PLAY SUBASSEMBLY PART NUMBERS 
OF SPOOL TO .01-.02 SEE SHEET 2 

INFORMATION AND DATA SET FORTH HEREIN ARE DISCLOSED IN CONFIDENCE 
AND ARE PROPRIETARY TO AND THE PROPERTY OF CELESCO TRANSDUCER 
PRODUCTS INC. AND SHALL NOT BE USED, DUPLICATED, DISCLOSED OR 
TRANSFERRED, IN WHOLE OR IN PART, FOR ANY PURPOSE, WITHOUT THE 
EXPRESS PRIOR WRITTEN CONSENT OF CELESCO TRANSDUCER PRODUCTS INC. 
THIRD ANGLE PROJECTION 20630 Plummer st 

Chatsworth, CA. 91311 
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1 9677045-0000  LOCKING SCREW 1 1 1  

A 45 9000451-0005 WASHER,SHIM, 9) . I95 X 9) ,245 X .005 THICK 

44 9000451 -0004 WASHER,SHIM,ID.195, OD.469, THICKNESS .010 

r - Z T G E 7 1  21 - 4 4 0 ~  IMSCR,CRES.O. 112-40~0.75 XRSPNHD 1 2 1  

38 

37 

1 25 1 SEE TABLE 2 /GEAR,SPUR,~O PITCH,MAIN SHAFT 1 1 1  

9650444-0125 

SEE TABLE 2 

28 

27 

D 1 24 1 SEE TABLE 2 ISENSOR OPTIONS 1 1 1  

MSCR CRES 0.1 12-40X0.19 XRSPHNH 

CABLETKIT OPTIONS 

35 

34 

33 

32 

SEE SHEET 8 

90031 01 -BOO0 

SPOOL AND LEAD 
SCREW ASSEMBLY 

3 

1 

PULLEY ,TIMING,VALOX1O. 188, PT9K 

CABLE GUIDE ASSEMBLYlPT9000 --- 
CSCR,CRES,O. 1 90-32X0.50,SKTHD 

MSCR CRES 0.190-32X0.19 XRSPHN 

9678828-0000 

SEE TABLE 2 

9650444-0066 

90071 21 -9304 

1 

1 
- 

4 

2 

CONNECTOR OPTIONS 

WASHER,PLAIN CRES 0.251 .D. 

22 

21 

1 

2 

GEAR,DELRIN,80PITCH,SENSOR 

CSCR CRES 0.1 90-32Xl.31 SK HD 

SEE TABLE 2 

9650444-01 30 

15 

14 

I 1 1 1 9000421 -0082 IBELT,TIMING,~~ GROOVE X 0.1 2WD 1 1 1  

1 

4 

13 

12 

INFORMATION AND DATA SET FORTH HEREIN ARE DISCLOSED IN CONFIDENCE 
AND ARE PROPRIETARY TO AND THE PROPERTY OF CELESCO TRANSDUCER 
PRODUCTS INC. AND SHALL NOT BE USED, DUPLICATED, DISCLOSED OR 
TRANSFERRED, IN WHOLE OR IN PART, FOR ANY PURPOSE, WITHOUT THE 

9000400-0057 

9678363-0000 

EXPRESS PRIOR WRITTEN CONSENT OF CELESCO TRANSDUCER PRODUCTS INC 
THIRD ANGLE PROJECTION 20630 Plummer St 

Chatsworth, CA. 91311 
Tel:(818)701-2750 Fax:(818)701-279! 

900041 0-001 5 

9679473-0000 

1 7 1 901 501 0-0010 IPIN,SPRING,I/I~ x 5/16 LONG 1 2 1  

WASHER,SHIM,PER DWG 650482 

DISK,PHENOLIC,PT9000 

2 

2 

BEARING,BALL,0.25 X 0.625,OPEN 

SPRING HOUSING MACHINED 

2 

1 

w-d T I E 9 0 0 0  ASSEMBLY DRAWING 
G -BEND BOTH ENDS OF THE 

COTTER PIN 90" MINIMUM 
AS SHOWN. 
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AFTER SPRING IS INSTALLED USE LOCTITE 382 TO GLUE BRUSH USE LOCTITE 425 FOR SCREWS WHEN 
INTO SPRING HOUSING, APPLY STRIPS TO HOUSING AND COVER. USING ABS CABLE COVER. USE LOCTITE 
3.50 CC OF SILICONE OIL TO SPRING USE A MINIMUM AMOUNT OF GLUE PRIMER 7649 AND LOCTITE 222 WHEN 
WINDINGS, AND .50 CC TO THE TO REDUCE CURE TIME USING ALUMINUM COVER, 3 PLACES 

PHENOLIC DISK FOR A TOTAL OF 
4 CC. PIN 9000000-0001 
(SEE TABLE 1 FOR SPRING WINDINGS) 

REFER TO SHEET 4 FOR LOCTITE 
APPLICATION. TIGHTEN HEX NUT 
TO 20-25 IN-LBS OF TORQUE. 

STEEL GEARS: 
APPLY PRIMER 7649 TO SET SCREW 
AND THREADS OF GEAR. THEN 

DO NOT USE LOCTITE APPLY LOCTITE 222 TO THREADS 
ON THIS LOCKING SCREW OF THE SET SCREW DO NOT USE LOCTITE 

PLASTIC GEARS: ON THESE SCREWS 

APPLY I DROP OF LOCTITE 425 TO 2 PLACES 

THE THREADS OF THE GEAR. 
INSERT SET SCREW AND TIGHTEN 
114 TO 112 TURN PAST INITIAL CONTACT 

APPLY PRIMER 7649 TO SHAFT AND SPOOL. 
APPLY A BEAD OF LOCTITE 638 AROUND 
MAIN SHAFT. ROTATE SHAFT WHILE INSERTING 
SHAFT INTO SPOOL AND ALIGN SPOOL TO COTTER PIN. INFORMATION AND DATA SET FORTH HEREIN ARE DISCLOSED IN CONFIDENCE 

AND ARE PROPRIETARY TO AND THE PROPERTY OF CELESCO TRANSDUCER 
PRODUCTS INC AND SHALL NOT BE USED, DUPLICATED, DISCLOSED OR 
TRANSFERRED, IN WHOLE OR IN PART, FOR ANY PURPOSE, WITHOUT THE 

APPLY PRIMER 770 AND 1 DROP OF LOCTlTE 401(PINK NOZZLE) EXPRESS PRIOR WRITTEN CONSENT OF CELESCO TRANSDUCER PRODUCTS INC 

TO SHAFT. SLIDE PULLEY OVER SPRING PIN ONTO SHAFT. THIRD ANGLE PROJECTION 20630 Plummer St 
Chatsworth, CA. 91311 

USE 401 SPARINGLY TO AVOID EXCESS GLUE SPREADING T~I:(SIS)~OI-2750 F~X:(SIS)~OI-2799 

INTO GROOVES OF PULLEY. 

A USE PRIMER 7649 AND LOCTITE 222 ON ALL SCREWS NOTED. 
A 

PT9000 ASSEMBLY DRAWING 
75 THRU 550 INCH ALUMINUM 

/I\ O-RINGS TO BE COMPLETELY COATED USING PARKER O-RING LUBRICANT PIN 9000000-0002. 
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INSERT POT THROUGH HOLE IN BRACKET, AND INSTALL 
WASHER AGAINST BRACKET. 

2. APPLY 1 DROP OF LOCTITE 222 TO THE THREADS, 
APPROX. I TO 2 THREADS FROM THE TOP OF THE 
LOCKWASHER USING A BLUE TIPPED DISPENSER. 

3. ATTACH NUT TO THREADS OF POT AND TIGHTEN TO 
20-25 IN-LBS OF TORQUE. 

APPLY L 

INFORMATION AND DATA SET FORTH HEREIN ARE DISCLOSED IN CONFIDENCE 
AND ARE PROPRIETARY TO AND THE PROPERTY OF CELESCO TRANSDUCER 
PRODUCTS INC. AND SHALL NOT BE USED, DUPLICATED, DISCLOSED OR 
TRANSFERRED, IN WHOLE OR IN PART, FOR ANY PURPOSE, WITHOUT THE 
EXPRESS PRIOR WRITTEN CONSENT OF CELESCO TRANSDUCER PRODUCTS IN( 
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/;\ TURNS OF MAIN SHAFT ARE THE TOTAL 
TURNS WOUND USING FIXTURE 961 0021-0000 
BEFORE ATTACHING THE CABLE TO THE SPOOL. 

FORM 7.3-9, PS template in (B-size) 

WHEN ATTACHING CABLE TO TRANSDUCER 
POSITION BLOCK OF LEAD SCREW % 

ASSEMBLY .28+.05 INCHES FROM 
EDGE OF SPOOL. 

SPRING WINDING INSTRUCTIONS 

SLIDE THE SMALL BEARING OF THE WINDING 
FIXTURE, 961 0021-0000 ONTO THE MAIN 
SHAFT OF THE TRANSDUCER. (FIG.l) 

ATTACH LARGER TOOL TO THE OUTSIDE 
OF THE PT9000 BODY BY TIGHTENING 
THE LOCKING KNOB. (FIG.2) 

ROTATE THE HANDLE OF THE FIXTURE PER 
TABLE 1. 

ADJUST THE LOCATION OF THE CABLE GUIDE 
BLOCK PER FIG.3. 

FEED THE END OF THE CABLE THRU THE CABLE 
GUIDE BLOCK AND CRIMP THE SLEEVE ON THE 
END OF THE CABLE PER PS-35. 

ATTACH THE END OF THE CABLE TO THE HOOK 
ON THE SPOOL. 

LOOSENKNOBONFlXTUREWHlLEHOLDlNG 
THE CABLE FROM RETRACTING. AFTER THE 
FIXTURE IS REMOVED FROM THE BODY, LET 
THE CABLE RETRACT SLOWLY ONTO THE SPOOL. 

I TABLE I I 1 
RANGE TURNS OF MAIN SHAFT/I\ 
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